


WHAT IS MIURA BOILER?

Water tube boiler consists of water tubes without drum. Water is supplied from
the bottom and steam is generated and discharged from the other part (for

example, from the top). There are 2 types of once-through boiler as follows;

1 Mono-tube type

2. Multiple tube type with a header

MIURA BOILER is multiple tube type.

Features
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Quick supply of steam in a few minutes

Compact design saving installation space

Safe and no fear of explosion because of small water content
Small heat loss achieves high in-service efciency

Easy installation and piping works

Saves time for inspection (and other maintenance checks)

Once-Through Steam Boiler
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SQ Series (Gas Fired)
Equivalent Qutput 800 «1,000 1,200 e
2,000 » 2,500 kg/h

ST Series (Oil Fired)
Equivalent Output 1,500 2,000 2,500 kg/h

SZ Series (Oil Fired)
Equivalent Output 100 kg/h



SU Series (Oil Fired)
Equivalent Output 160200 « 300+ 400 kg/h

GX Series (Gas Fired)
Equivalent Qutput 4060 90 120
160+ 250 « 350 kg/h

EH Series (Oil Fired)
Equivalent Output 500+ 750 * 1,000 1,500 kg/h

EX Series (Gas Fired)
Equivalent Output 500 ¢ 750 kg/h

EX Series (Oil / Gas Fired)
Equivalent Qutput 3,000 *4,000 kg/h

EX Series High Pressure (Oil / Gas Fired)
Equivalent Output 500+ 750 « 1,000 *1,500
2,000+ 2,500+ 3,000 *4,000 kg/h



EI Series (Oil / Gas Fired)
Equivalent Output 1,000 *1,500 * 2,000 kg/h

EZ Series (Oil / Gas Fired)
Equivalent OQutput 2,000+ 2,500+ 3,000« 3,500 kg/h

ME Series (Electric)
Equivalent Qutput 10152030+ 40 «50 kw/h

Hot Water Boiler

: NT Series (Oil Fired) - 65+ 85120170 »200
(Heating Value 65,000-200,000 kcal/h)

EW Series (Oil / Gas Fired) - 30+40+50+80 « 80
(Heating Value 300,000-800,000 kcal/h)

KX Series (il / Gas Fired) - 8 ¢10 515 17 «20 25«
30040« 506075100 =125 »150+ 200

(Heating Value 80,000-2,000,000 kcal/h)




Fully Automatic Water Softener
MS Series - 5101522+ 3040- 65+ 90 120
150 - 200 - 250 - 300 « 450 « 600 « 750 « 300
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Boiler Mate / Chemical Chemical Feed Pump
SX Series - SX-101 / SX-102 CPI Series - 1030+ 70
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CMU - Hardness Detector Intelligent Water Manager



MP1-200 Control line
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Max, 15 units

STEAM HEADER BOILER No.1 BOILER No.2 BOILER No.3

As each boiler is a compact type boiler, installation of multiple units will not
require a technician license. Automatic back-up will keep the pressure if a
problem arises in one boiler. Flexible design makes it possible to expand

the system by adding units up to 15 additional.

Large type boiler
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